
FEATURES & BENEFITS

INDOOR LED DISPLAY

Primeview’s new line of indoor turn-key LED includes the 
world’s first 21:9 aspect ratio standard bezel-free panel 
display, and eliminates the concerns associated with other 
custom video wall options.

Available in a striking 1.2mm (PRVLESFSN12M21:9PRO) , 
1.5mm (PRVLESFSN15M21:9PRO) , 1.9mm (PRVLESFSN19M21:9PRO) 
and 2.5mm (PRVLESFSN25M21:9PRO) LED pixel pitch, it excels 
as a solution for hybrid meeting spaces. Its scalable building 
blocks of Fusion indoor LED means it can be installed in a 
variety of meeting spaces for maximum impact.
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The building blocks of the Fusion Max 21:9 Series of turn-key LED solutions are the Fusion Line of LED. Fusion LED 
comes standard with a 3-in-1 Integrated Board Design (power, receiving card & bridgeboard), 100k hours rating, 160/160 
wide viewing angles, wall mountable framing accessories and a no-hassle 5-year onsite parts and labor warranty.

FUSION MAX // BY THE NUMBERS

PRVLEDFSN12M21:9PRO

1.2

2880 x 1080

144” x 54”

6W x 4H

Included

Included

Included

Standard

Globally

5 years onsite 

PRVLEDFSN15M21:9PRO

1.5

2688 x 1080

168” x 67.5”

7W x 5H

Included

Included

Included

Standard

Globally

5 years onsite

PRVLEDFSN19M21:9PRO

1.9

2560 x 1080

192” x 81”

8W x 6H

Included

Included

Included

Standard

Globally

5 years onsite

PRVLEDFSN25M21:9PRO

2.5

2640 x 1080

264” x 108”

11W x 8H

Included

Included

Included

Standard

Globally

5 years onsite 

PRV MODEL

Pixel Pitch (mm)

Display Size in Pixel (WxH)

Display Size (WxH/Diagonal)

Cabinet Array (WxH) 

PRV Wall Mounting Clip

Trim and Cladding

Spare Parts Kit

NovaStar LED Controller

Supported 

Standard Warranty


